
Know what's below.
before you dig.Call

LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.

R

NOTE:
THE RIGHT-OF-WAY (ROW) SHOWN ON THESE PLANS
IS BASED ON PUBLICLY AVAILABLE INFORMATION
AND IS NOT EXACT. IT IS THE CONTRACTOR'S
RESPONSIBILITY FOR ENSURING THAT ALL
FACILITIES ARE CONSTRUCTED WITHIN THE ROW OR
IN A COMMUNICATION EASEMENT. THE
CONTRACTOR SHALL NOTIFY THE ENGINEER AND
THE OWNER PRIOR TO CONSTRUCTION IF THERE
ARE ANY CONCERNS REGARDING THE ROW.

CITY OF DAYTON
DEVELOPMENT AND PLANNING SERVICES
111 N CHURCH ST
DAYTON, TX 77535
PHONE: 936-258-2642
EMAIL: PLANNING@DAYTONTX.ORG

BRIAN MCCGINIS
UTILITY COORDINATOR III
TRANSPORTATION PLANNING & DEVELOPMENT
(BEAUMONT DISTRICT)

VAL WEEMS
RAIL PROJECT MANAGER (BEAUMONT)
TXDOT-RRD-RAIL LETTING SECTION
TXDOT CELL: (409) 719-1034
VAL.WEEMS@TXDOT.GOV

UNION PACIFIC RAILROAD
ADDRESS: 550 LINDBERGH DR,
BEAUMONT, TX 77707
PHONE: 402-544-5000

LJA TELECOM
FRN - F-1386

US-90 AT UPRR
DAYTON, TX 77535
LIBERTY COUNTY

CONTACT:
JAMES ROBERTS, SR. PROJECT MANAGER
LJA ENGINEERING, INC
2150 S CENTRAL EXPY, SUITE 300
MCKINNEY, TX 75070
JAROBERTS@LJA.COM
951-757-7255

- TO DE DETERMINED

CONTACT: DAYNET
CONTACT: JAMES PERKINS
DIRECTOR OF IT AND BROADBAND SERVICES
117 COOK STREET, DAYTON, TX 77535
JPERKINS@DAYTONTX.ORG
936-681-0236
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PULL BOX HANDHOLE
NOT TO SCALE

COMPACTED
BACKFILL

CONDUIT

TRACER WIRE

1/2" GALVANIZED WIRE MESH

12" OF 3/4" CLEAN GRAVEL

CONDUIT

GROUND LEVEL

8' x 5/8" GROUND ROD

CONSTRUCTION NOTES
1. 12" OF GRAVEL SHALL BE PLACED UNDER HANDHOLE
CLOSURE DURING INSTALLATION TO ASSIST DRAINAGE.
2. ALL FILL AROUND HANDHOLE CLOSURE SHALL BE COMPACTED
IN 8" LAYERS.
3. CONSTRUCTION AREA SHALL BE RESTORED TO ORIGINAL  OR
BETTER CONDITION.
4. HANDHOLE SHALL NOT BE PLACED ON A SLOPE OF GREATER
THAN 15%.
5. HANDHOLE SHALL BE SET LEVEL WITH ORIGINAL GRADE UNDER
NO CIRCUMSTANCES WILL THE GRADE BE BUILT UP SO THAT THE
HANDHOLE IS ACTUALLY ABOVE THE FINISHED GRADE.

6. 1/2" WIRE MESH WILL BE PLACED BETWEEN THE HANDHOLE
BOTTOM AND THE GRAVEL TO KEEP THE GRAVEL FROM 
SHIFTING OVER TIME.

7. ALL TRACER WIRES MUST BE CONNECTED TO A TESTING
LUG INSIDE A GROUND ISOLATION MARKER POST.
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Know what's below.
before you dig.Call

LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.

R

CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.
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Know what's below.
before you dig.Call

LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.

R

CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.
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Know what's below.
before you dig.Call

LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.

R

CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.
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Know what's below.
before you dig.Call

LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.

R

CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.

NOTE:
NO EXCAVATION PULL-THRU ONLY

NOTE:
EXISTING DAYNET FACILITIES IN AREA
CAUTION WHILE DIGGING
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Know what's below.
before you dig.Call

LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.

R

CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.

NOTE:
NO EXCAVATION PULL-THRU ONLY

NOTE:
EXISTING DAYNET FACILITIES IN AREA
CAUTION WHILE DIGGING
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Know what's below.
before you dig.Call

LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.

R

CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.
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Know what's below.
before you dig.Call

LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.

R

CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.
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Know what's below.
before you dig.Call

LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.

R

CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.
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Know what's below.
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LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.
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CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.
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LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.

R

CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.
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Know what's below.
before you dig.Call

LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.
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CONTRACTOR:
IT IS YOUR RESPONSIBILITY TO CALL THE TxDOT
INSPECTOR 48 HOURS PRIOR TO START OF
CONSTRUCTION

NOTE:
FOR LINES CROSSING STATE HIGHWAYS OR ROADS,
CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
ROOT AREA OF DESIRABLE TREES, IT IS CLEARLY
SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.
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LOCATION OF EXISTING
UNDERGROUND AND OVERHEAD
UTILITIES ARE APPROXIMATE
LOCATIONS ONLY. THE
CONTRACTOR SHALL DETERMINE
THE EXACT LOCATION OF ALL
EXISTING UTILITIES PRIOR TO
BEGINNING WORK AND SHALL BE
FULLY RESPONSIBLE FOR ANY AND
ALL DAMAGES WHICH MIGHT OCCUR.
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CROSSING INTERSECTING STREETS / COUNTY
ROADS, OR PASSING THROUGH THE PROTECTED
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SHOWN IN THE DESCRIPTION AND ON EACH PAGE
OF DRAWINGS THAT THE LINE WILL BE INSTALLED
BY CONVENTIONAL DRY AUGER BORE UNLESS
OTHERWISE APPROVED BY A TxDOT ENGINEER OR
INSPECTOR. IN ADDITION, CASING SHOULD BE
SHOWN UNDER HIGHWAYS AND PAVED CITY STREET
/ COUNTY ROAD INTERSECTIONS.
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